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FINAL REPORT 

The objective of the work over the past year was to develop and use models of 

the lithium/thionyl chloride (Li/SOC12) cell to 

1. aid in understanding the physical phenomena occurring in the cell, 

2. reduce time intensive and costly experimental work, and 

3. expedite the finding of acceptable and safe, yet optimal, designs. 

These objectives have been partially satisfied by parameter estimation work with a 

one-dimensional mathematical model, developed earlier, and the heat flow pat terns 

obtained from a two-dimensional thermal model. 

This final report describes the progress which has been made in modeling the 

lithium/t hionyl chloride cell over the past year. The one-dimensional mat hematical 

model for a lithium/thionyl chloride cell, developed earlier, was used in conjunction 

with a parameter estimation technique to show how useful cell parameters could 

be obtained from experimental data. A paper on this work has been submitted 

to the Journal of the Electrochemical Society for publication and can be found in 

appendix A. A simplified two-dimensional model for the spirally wound design of 

this battery was developed and used to investigate the heat flow within the cell. A 

paper describing this work has been accepted for publication in the Journal of the 

Electrochemical Society and is included in this report as appendix B. 
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ABSTRACT 

A one-dimensional mathematical model for the lithium/thionyl chloride primary 

cell is used in conjunction with a parameter estimation technique in order to estimate 

the electro-kinetic parameters of this electrochemical system. The electro-kinetic 

parameters include the anodic transfer coefficient and exchange current density of the 

lithium oxidation, &,,I and i o . l , r e f ,  the cathodic transfer coefficient and the effective 

exchange current density of the thionyl chloride reduction, a c , 2  and aoi,,2,rcf, and a 

morphology parameter, t. The parameter estimation is performed on simulated data 

first in order to gain confidence in the method. Data, reported in the literature, for 

a high rate discharge of an experimental lithium/thionyl chloride cell is used for an 

analysis. 
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INTRODUCTION 

This work is part of am ongoing effort to characterize the lithium/thionyl chloride 

iLi/SOC12) cell in order to better understand the physical system and imprcn-e its safety 

and performance. The Li/S0Cl2 cell is an attractive primary e n e r e  source because of 

its high energy density (1, 2). -4 description of the Li/SOC12 cell along wi:h the safety 

iazards i t  exhibits is discussed elsewhere (2). 

A detailed mathematical model of this battery has been presented (3). This model 

is used here in conjunction with a parameter estirrlation technique in order to establish 

a means to  estimate the electro-betic parameters which aid in describing the physical 

system. The assumptions and governing equations used in the model are giT-en elsewhere 

(3). A description of the model parameters, the sensitivity of the model predictions 

to changes in these parameters, and estimates of these parameters based on available 

experimental data (4) is presented next. 

310 DEL PA R,4 METERS 

The model (3) includes several reactions: the oxidation of lithium at the anode 

Li + Li+ +e- PI 
the reduction of SOCl:! at the cathode 

and the precipitation of LiCl on the pore surfaces of the cathode during discharge by 

the following reaction 

Li+ + C1- G= LiCl(s) [31 

Due to the low solubility of LiCl in the SOClz + LiAlCl, mix ( 5 ) ,  reaction [3; is assumed 

t.0 occur completely and instantaneously. Thus, reactions [2] and [3] can be combined to 
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yield one overall reaction representing the processes occurring within the porous cathode 

(3) 

Four species are included in the model, Li+, AICl,, SOClz, and LiC1. 

The electrochemical reaction rates, ik, depend upon the local concentrations of the 

chemical species, the potential driving force for reaction, and temperature. Analogous 

to chemical kinetics, these dependencies are not described by fundamental laws. The 

Butler-Volmer polarization equation for a flat plate electrode (6, 7) is used in the model 

(3) 

where 

In Eq. [6] .  q k  is the potential driving force for electrochemical reaction IC. The electro- 

kinetic parameters i o , k , r e f ,  c r a , k ,  and Qc,k  are the exchange current density, anodic 

transfer coefficient, and cathodic transfer coefficient for reaction k, respectively. These 

electro-kinetic parameters characterize the electrochemical reaction via Eq. [5] and are 

the parameters that are sought in this work. Note that the transfer coefficients for a 

given reaction sum to the total number of electrons involved in that reaction 

Hence, only one of the transfer coefficients need be estimated and the remaining one 

can be obtained from Eq. [7]. 
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Equation [5] must be mod5ed slightly in order to  describe the rate of maction [4] in 

the porous carbon cathode. Ti:e rate of reaction [4] must be expressed per unit volume 

of porous electrode. This change is accomplished by premultiplying Eq. [5] by the 

available active surface area per unit volume of electrode, a. The variable a changes as 

the LiCl precipitates on the po;e waUs, according to reaction [4], and cac 3e described 

a = a  .[1- (9)€] 
where < is an experimentally determined parameter used to describe the morphology 

of the precipitate. In writing Eq. (81 it is assumed that all the LiCl produced from 

reaction [4] precipitates instantaneously and passiLates the surface i t  coyers. Large 

values of ( indicate needle-shaped deposits whereas small values represent flat deposits 

(9). Premultiplying Eq. [5] by Eq. [8] yields the following equation for the rate of 

reaction [4] per unit volume of porous electrode 

The effective exchange current density for reaction [4] is the product a o i o . 4 . r e f .  In all, 

nine electro-kinetic parameters. io,l,tef, aa,l, Q , , I ,  uoio,4,rcf, Q Q , ~ ,  Qc,4*  q4.1 7 q+,4, and 

~ 0 , 4 ,  and one morphology parameter, <, are used (3); two of the transfer coefficients, 

ac,1 and a a , 4 ,  are not independent quantities because they can be calculated from  CY,,^ 

and a c , 4  via Eq. [7]. 

Several parameters are used in the model (3) to describe the species transport. 

The diffusion coefficient, D, is used to characterize the diffusion of the salt (LiAlC14) 
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in the solvent (SOCl;!) due to concentration gradients in the cell. In the model (3), the 

diffusion coefficient is calculated using the following expression 

where 3 5  and ,& are constants. The transference number of charged species i, t:, is used 

:o describe the migration of species i in the cell due to the electric field. Two charged 

species are considered in the model, Li+ and Ala,', therefore two transference numbers 

are used, t l  and e. Only one transference number is independent because they must 

sum to one 

ty  + t'_ = 1 Ill1 

When no concentration gradients exist, the transference number of a particular species 

represents the fraction of the current carried by that species (10). l 'hen concentration 

gradients do exist, however, the transference number looses this physical interpretation 

but can be thought of as a weighting factor which determines the importance of the 

migration term in the flux expression. 

In order to use the model (3) to predict cell performance for various cell designs) 

investigate scale-up, and optimize a Li/SOC12 cell, estimates of the electro-kinetic 

parameters are needed. Given experimental data for a particular Li/SOC12 cell or half- 

cell, along with the complete cell specifications, it should be possible to use a parameter 

estimation technique to obtain these electro-kinetic parameters. A sensitivity analysis 

is conducted first to determine the relative importance of each parameter, followed 

by parameter estimation using simulated data to gain confidence in the procedure) 

and finally an experimental discharge curve is used to find the SOClz electro-kinetic 

parameters. 

SENSITIVITY AXALYSIS 
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It is important to determine the sensitivity of the model predictions to changes 

in the electro-kinetic parameters. If the model predictions are re1a:ively insensitive to 

one or more of the parameters then a fairly wide range of d u e s  for these insensitive 

parameters could be used without significantly affecting the predicioas of the model. 

Such parameters need to be identified so that they can be discarded 5ozn the parameter 

estimation procedure. .Also, it is often the case that the mor? parameters that 

are estimated, the more uncertain are the estimates due to interaction between the 

parameters, poor scaling, and round-off error (11). In addition to the identification of 

insensitive parameters, the operating conditions or situations under which the sensitivity 

to given parameters is maximum can be determined. 

The sensitivity of the model predictions to changes in parameters is determined here 

by monitoring the change in cell voltage. While holding all other p?z;ra=neters constant, 

the parameter of interest is perturbed slightly and the resulting change in cell voltage 

is noted. A sensitivity coefficient is calculated as follows 

where 

A E ( t j )  = E ( t j )  - E*( t j )  

P; - Pi’ 
Pi* AP, = 

1131 

Pi and Pi* are the perturbed value of electro-kinetic parameter i and the reference value 

of parameter i, respectively. E ( t j )  is the value of the cell voltage at time t j  when using 

Pi and E * ( t j )  is the value of the cell voltage at time ti when using Pit. In Eq. [12], n 

is the number of times over which the voltages are compared. 

Many factors come into play when calculating the sensitivit- coefficients. The 

influence of a particular parameter on cell voltage varies depending on the discharge 

rate, depth of discharge. and temperature. For example, the exchange current densities, 
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zo,1 ,re f and uoio ,4 ,ref ,  strongly influence the initial drop in cell voltage from the open- 

circuit potential (12). On the other hand. the powers on the concentration terms, q + . l .  

q+ ,d .  and q 0 , 4 ,  have more influence later in the discharge when concentrations change 

mGre drastically due to localized reactant depletion. Therefore, the value of n in Eq. 

112; is chosen so that approximately 80% of the discharge is included in the analysis. 

The results of the sensitivity analysis are shown in Fig. 1 and 2. Figure 1 shorn5 

the sensitivity of the cell voltage to the electrekinetic parameters describing the lithium 

oxidation, reaction [l], over a range of discharge rates. Figure 2 is an analogous plot 

for reaction [4]. The most influential parameter by far is the lithium oxidation transfer 

coefficient aa,l. This is to be expected because O,J is in the exponential portion of 

Eq. (51. The lithium oxidation exchange current density, io, l ,ref,  and SOCl:! reduction 

transfer coefficient are next followed by the effective SOC12 exchange current densit:-, 

aoio,4,re j, and the morphology parameter, (. The electro-kinetic parameters describing 

the SOClz reduction display less influence than those describing the lithium oxidation. 

This could be due to the fact that the lithium oxidation occurs at  the surface of a 

flat-plate electrode (a boundary condition in the model) whereas the SOClz reduction 

occurs throughout the porous structure of the cathode (a pseudohomogeneous region 

in the model). The overall influence of the SOC12 reduction electro-kinetic parameters 

is, in affect, decreased because the change in voltage is distributed over the thickness of 

the cathode as opposed to the change occurring all at one point. The exponents on the 

power terms, q + , l ,  Q + , ~ ,  and q0,4 show little influence at the discharge rates investigated. 

They are discarded from most of the parameter estimation work presented next; they 

are set to the corresponding stoichiometric value as is often done. 

The sensitivity of model predictions to changes in two of the transport parameters, 

f and ,&, was briefly investigated as shown in Fig. 3. At high current densities, the 

transference number shows substantial influence and the effects of diffusion become 



7 

important. However. the sensitivity to these parameters is reduced as the current is 

reduced because the electrochemical reaction rates become controlling. This result 

suggests that a parameter estimation procedure aimed at finding the electro-kinetic 

Farameters should be performed with low-rate data so that species transport will not 

kterfere with the accuracy of the estimates. 

P-4 R-4 A 1 ET E R E S TI h I AT1 0 N 

Klinedinst and Domeniconi (4) investigated the performance of a single Li/S0Cl2 cell 

with various carbon electrode thicknesses and operated over various discharge rates. 

Their experimental test cell has some features which make it attractive for obtaining 

experimental cell voltages for comparison with the model predictions here. The sin- 

gle cell, corresponding to the single cell model (3), is immersed in excess electrolyte 

and hence the cell temperature remains nearly constant throughout the discharge. The 

electrolyte is introduced into the test cell shortly before the beginning of the test (ap- 

proximately 10 minutes before) suggesting that little or no secondary LiCl film is present 

on the Li electrode. Xlso, the anode, separator, and cathode are pressed together with 

a weight so that no reservoir exists between the separator and cathode. 

The cell model (3)  was changed to simulate this test cell for the parameter 

estimation. The film and reservoir regions were eliminated from the model by setting 

the film porosity equal to the separator porosity, removing the reservoir calculations 

from the model, and modifying slightly the boundaxy conditions at the reservoir/porous 

electrode interface to be those for the separator/porous electrode interface. The model 

inputs for simulating the test cell of Klinedinst and Domeniconi are listed in Table I. 

Initially, simulated data for both a 1 mA/cm2 and a 31 mA/cm2 discharge were 

used for the parameter estimation in order to gain confidence in the procedure and guide 
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future experimentation. Experimental data. for a 31 mA/crn2 discharge, were used to 

estimate the SOC12 reduction electro-kinetic parameters for this high-rate discharge. 

Reformulation of the Butler- Volmer Equation: 

To reduce the interaction between parameters in the least-squares procedure, it 

.s sometimes necessary to reformulate the model equations. Parameter interaction is 

Svident when small changes in the parameters produce similar changes in the objective 

function. Interaction often occurs when the parameters appear as a product somewhere 

in the governing equation. Interaction can  be reduced if the equation is rewritten so 

That the parameters appear in separate terms. 

As shown in Eq. [9], the electro-kinetic parameters in the Butler-Volmer equation 

appear in product terms as opposed to separate terms. The Butler-Volmer equation 

can be rearranged by first taking the natural logarithm and then taking the exponent 

of the various terms (12). For the parameter estimation used here, Eq. 191 is written as 

follows 

j = exp[fi + fi] - exp[.fi + f3 + f4 + f5] - 

where 
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Equation [5] for reaction [l] is rewritten in a similar fashion. -41 a result of this refor- 

mulation, the parameters used in the parameter estimation przrdure are ln(uoios4,ref). 

~ c , 4 ,  t, a a , 1 ,  and W i o , l , r e j ) .  

Introduction of Noiae in to  Simulated Data: 

In order to test the ability of the parameter estimation sxcedure to predict the 

model parameters within reasonable accuracy. random noise n-3 sdded to the sirxidated 

data. A random number generator from the IhlSL libraq (15 1 was used to generate a 

normally distributed number, 9,  with mean zero and variance oCie (;.e., wN(0,l)). The 

noise was added to the predicted value of the cell potential at ti=e t j ,  E ( t j ) ,  as follows 

where 2 is the average level of noise (in mV) presumably inherest in the measurement 

of the cell voltage. Three levels of 2 were investigated here, 0 5  mV, 1 mV, and 2 mV. 

It is realistic to assume that the experimental measurements of the cell voltage would 

be accurate to within 2.0 mV. 

Calcdataon of Confidence In t e rvah  for Parameter   estimate^: 

An estimate of a parameter has little meaning unless it is accompanied by some 

Here, coSdence intervals for the approximation of the possible error it possesses. 

parameter estimates can be estimated by using the following 5 r n u l a  (14) 

In Eq. [23], Pi is the estimate of Pi, t(l-+),(n-m) is the t-distribution at the (1 - 2) x 100 

percent confidence level, (n  - rn) is the degrees of freedam. n is the number of 

observations, m is the number of parameters estimated, and sp,  is the estimate of the 

variance of Pi which is calculated from the sum of squares of rhe error, s;, as follows: 

~ 4 1  
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In Eq. [24], Cii is an element of the matrix (JTJ)” (i.e., inverse of the approximate 

Hessian, see appendix B in ref. 15). The estimate of the variance in the error, s i ,  is 

calculated from the sum of squares of the residual errors ( S S R )  as follows 

n - m  n - m  

Parameter E3timation Ucsing Hzgh- Rate  Szmulated Data: 

The use of high-rate (e.g., 30 m A / m 2 )  discharge data for parameter estimation 

seems to offer several advantages. High rate discharges occur over a relatively mall 

time as opposed to low rate discharges (e.g., about 1 hour for a 30 mA/cm2 discharge as 

opposed to approximately 50 hours for a 1 mA/cm2 discharge of a Li/SOC12 cell). This 

means less time in the lab and, perhaps. less computer time to simulate the discharge. 

Often, the shapes of voltage-time curves for high-rate discharges are much more cun-ed 

than the relatively flat voltage-time curves for low-rate discharges thus offering more 

information for the parameter estimation. 

Here, however, the use of high-rate data exhibited several disadvantages. First, 

the influence of species transport becomes important at the higher discharge rates. For 

example, at 100 mA/cm2 the sensitivity coefficient, as calculated using Eq. [12]. for the 

transference number is 0.3 which is second only to the sensitivity coefficient of 0.53. 

Due to the uncertainty in the transference number and the lack of data for the diffusion 

coefficient (see appendix A in ref. 15) it is best to stay clear of those operating regions 

where species transport is a controlling aspect of the cell discharge. Secondly, at high 

rates much interaction exists between the electro-kinetic parameters. This interaction 

can be seen in Fig. 4 which is a plot of the time-dependent sensitivity coefficients 

(;.e., the elements of the Jacobian matrix, as shown in appendix B in ref. 15) for a 

31 mA/cm2 simulated discharge. These sensitivity coefficients are calculated using Eq. 
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[12] except that the perturbation in each parameter, A P ,  is not scaled by Pi* as in Eq. 

[14] but is calculated as follows 

AP: = P, - PJ 

Yote that three of the five parameters, ln(aoio,i,ref), a,.], and ln(io,l,ref), influence the 

cell voltage in the same fashion. This similar influence (i.e., interaction) is shown by the 

three straight parallel lines (14) in the figure. Thus, only one of these three parameters 

can be determined independently. Note also that the two lithiurn oxidation parameters 

cannot be individually obtained at high rates. 

Another indication of this interaction is the condition number of the approximate 

Hessian (11) (see appendix B in ref. 15). The condition number of a matrix is the ratio 

of its largest eigenvalue to its smallest eigenvalue. A matrix is called ill-conditioned when 

its condition number is large. The larger the condition number, the more substantial 

the change in the solution even with very small changes in the data. In essence, a 

large condition number here means that a unique set of electro-kinetic parameters is 

more difficult to find; many sets will reduce the objective function to nearly the same 

value. The conhtion number for the approximate Hessian here was on the order of 

1 x The reason for this ill-conditioning could be the fact that transport becomes 

more important at  higher rates which serves to decrease the influence of changes in the 

electro-kinetic parameters on cell performance. 

Though interaction between some of the parameters exists at high rates, several 

attractive features can be noted. If the lithium oxidation parameters, io,l ,ref and ao,l, 

are known a priori via independent means, then the SOClz electro-kinetic parameters 

can be determined using high-rate data. This ability is shown in Table I1 where 

In(aoio,4,ref), a,,4, and ( are estimated from simulated 31 mA/cm2 data with 0.5 

mV added random noise. This ability is important because the SOCl2 electro-kinetic 

parameters will probably change with discharge rate due to changes in the active surface 
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area in the porous electrode as discharge proceeds. In addition, the sensitirit>- of the 

predicted cell voltage to changes in ( seems to be greater at high rates than a: low rates 

thus enabling better estimates of [. This can be seen by comparing the sizes of the 

confidence intervals for [ here with those in the next section. 

Parameter  Es t ima t ion  Using Low-Ra te  Simulated Data: 

Parameter estimation on low-rate data (e.g., 1 m.4/cm2) remedies soce of the 

problems encountered with the high-rate data. The interaction between paraaeters 

is decreased. is a plot of the sensitivity coefficients versus time for the 

1 mA/cm2 simulated discharge. The curves have differing slopes and shapes, as 

opposed to those for the high-rate case as shown in Fig. 4, indicating that the mrious 

parameters affect cell voltage differently and hence can be determined independently. 

Note that these coefficients are calculated using the known values of the electro-kinetic 

parameters. Table I11 lists the condition numbers for the approximate Hessiasrs for 

various combinations of the parameters; the various combinations are indicated b- l- case. 

The condition numbers for cases A and E are low suggesting that parameter estimations 

for either of these cases ought to be straightforward and the confidence intends on the 

parameter estimates small (11). Here, the term straightforward parameter estimation 

means that the search proceeds to the solution given a variety of initial guesses that 

can be “far” from the correct solution. More difficult parameter estimation runs kyolve 

multiple initial guesses in order to make sure the estimates obtained with a particular 

initial guess are not those at a local minimum. A comparison of cases A and B shows that 

estimates for all three SOClz electrekinetic parameters will be more difficult to obtain 

than estimates for ln (~~i , , ,~ , , .~f )  and a c , 4  alone. Case G shows that the eight-parameter 

problem is extremely ill-conditioned, meaning much interaction between parameters and 

very large confidence intervals on the parameter estimates. Therefore, q+,1, q+,4. and 

Figure 5 
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q 0 , 4  

stoichiometric values as in Table I1 of ref. 3. 

are omitted from the following parameter estimation work and are set to their 

The simiilated data for the 1 m.4/cm2 discharge investigated here, with added noise, 

are shown in Fig. 6. The model inputs are listed in Table I. The data in Fig. 6 spans 

approximately 50% of the discharge. Although predicted discharge times are much 

longer for low-rate than for high-rate, the solution times for low-rate cases may actually 

be smaller than those for high-rate cases. Solution times depend upon the number of 

spatial nodes. the size of the time steps, and the number of iterations (at each time) to 

converge upon the solution. At low-rates, changes in the dependent variables (electrolyte 

concentration. current, and potential) in space and time occur much less rapidly than 

at  high-rate. Therefore, fewer node points and larger time steps can be used at low- 

rate than at high-rate to maintain three-digit accuracy. For example, 81 nodes and a 

maximum time step of 37.5 seconds were used to maintain three-digit accuracy for the 

31 mA/cm2 discharge results reported earlier. Here, for the 1 mA/cm* discharge, 21 

nodes and a maximum time step of 2000 seconds were sufficient. This result eliminates 

the advantage of using high-rate data to reduce solution time; the only disadvantage to 

using low-rate data is the length of time it takes to collect the experimental data. 

The results of the parameter estimation runs are shown in Tables IV - VII. As 

expected, the runs for cases A and E were straightforward with narrow confidence 

intervals for the parameter estimates. As shown in Tables IV and V, the initial guesses 

are at different extremes and up to two orders of magnitude away from the true solution. 

Notice how the confidence intervals increase as the noise level increases which is to be 

expected. Case E may be useful when estimates of the SOClz electro-kinetic parameters 

have been obtained independently. Similarly, Case A may be needed when estimates 

of the lithium oxidation electro-kinetic parameters are available and an estimate of ( is 

known from independent studies. Table VI lists parameter estimation runs for case B, all 
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three SOC12 reduction electro-kinetic parameters. This case, as shown in the previous 

section, can be used to determine both low-rate and high-rate values of a o i o , 4 , r e f ,  ac,4, 

and when estimates of and ln(i,,l ,ref) are known. Notice the increase in the size 

of the confidence intervals from Table V to Table \'I. The estimation of the additional 

parameter, I ,  adds greater uncertainty to the parameter estimates, as expected. Also, 

judging from the large increase in condition number from case A to case B in Table 111, 

some interaction between these parameters is evident. 

Table VI1 lists parameter estimation runs for case D. The ability to estimate all five 

electro-kinetic parameters a t  once. as in case D, is attractive. Simultaneous estimation 

of all parameters in the model usually provides parameter estimates pos,wsing superior 

predictive capability. Often, independently determined parameter estimates do not 

predict the behavior of the entire unit very well. For example, independent estimates of 

the lithium oxidation parameters and SOClz reduction parameters may not be useful 

for predicting the behavior of the Li/SOC12 cell. These independent estimates might be 

obtained from rotating disk electrode experiments and a corresponding mathematical 

model. In Table VII, note that for the data with added 0.5 mV noise the confidence 

intervals on certain parameter estimates are unacceptably large. This uncertainty in the 

predictions is due to parameter interaction (note the relatively large condition number 

in Table 111) even at this low rate of discharge. The five parameters can be obtained 

with no noise, as shown in Table 1-11, but it is unrealistic to expect exact measurements 

and the model to be an exact description of the physical system. It may be useful to 

obtain all five parameters simultaneously, even though the confidence intervals are large, 

because the estimates should still provide an excellent fit of the model predictions to the 

experimental data (notice the small SSR in Table VII). The parameter estimation runs 

for cases B and D were not straightforward. Certain initial guesses of the parameters 

detoured the search algorithm to local minimums. For example, for the case D runs, 
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the initial guesses of the exchange current densities needed to be within an order of 

magnitude and the transfer coefficient guesses needed to be within about half of their 

true value in order to reach convergence. The algorithm could not escape these local 

minimum within a reasonable number of iterations (e.g., 60 iterations). 

-An alrernative to predicting all five parameters simultaneously would be to obtain 

estimates for some of the parameters independently (for example, the lithium oxidatiox 

parameters) and then use these estimates in the cell model to obtain the remaining 

parameters (the SOCl2 In 

addition, separate dat,a for each electrode in the Li/SOC12 cell can be obtained by 

constructing half-cells. For example, a lithium electrode half-cell could be constructed 

from a Li/SOC12 cell by placing a reference electrode near the surface of the lithium 

electrode. The lithium electrode is the working electrode, a second lithium electrode 

(with high impedance) placed near the surface of the working electrode could act as 

the reference electrode, and the porous carbon cathode is the counter electrode. The 

potential of the lithium electrode, as it changes with time, could then be measured 

relative to the reference electrode. Predictions of the Li electrode potential could be 

obtained from a model of the working electrode / reference electrode system, consisting 

of equations presented earlier for the entire Li/SOC12 cell. These predictions could 

then be compared with the experimental values to obtain estimates of the electro-kinetic 

parameters of the lithium electrode. 

Parameter Estimation Using Available Experimental Data: 

reduction parameters) using data from the entire cell. 

The analyses using simulated data in the previous sections have shown the need 

to collect low-rate data from a well defined experimental cell. Unfortunately, no such 

experimental data is currently available. Various experimental voltage-time curves have 

been reported (16, 17, 18, 19) but it is difficult to use this data due to the lack of 

cell specifications given (e.g., porous electrode porosity and thickness, initial electrolyte 
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concentration, temperatures. and separator porosity and thickness). In addition, large 

differences exist in the esperiziental data which can be attributed to the different 

electrode materials, initial electrolyte concentrations, operating conditioas, and cell 

dimensions used. 

Using data from I(1inedin-c: (30), for a 31 niA/cm2 discharge of an experimental cell 

(4),  estimates of the SOClz reduction electro-kinetic parameters were ob-ained. The 

lithium oxidation electrGkinetic parameters were arbitrarily set to the \a.I-Jes listed in 

Table I of ref. 3. These tdues are well within ranges commonly used in the literature 

for electrochemical reactions. I_n-itially, a by-hand trial and error search was conducted 

to find electro-kinetic parameters giving model predictions close to the esperimental 

results. It was hoped that this search would provide initial guesses in the vicinity of 

their actual values to aid in the parameter estimation. Two sets of initial guesses were 

tried, as shown in Table VI11 as Run # 1 and Run # 2, and the same final parameter 

values were obtained to within the confidence limits shown. The d u e s  are listed in 

Table VI11 and the predicted voltage curve, obtained using the estimates from Run # 1, 

is superimposed on the experimental data in Fig. 7. Note that the confidence intervals 

for uoio,4,ref and t in Run # 1 and Run # 2 are large relative to the estimated values 

of the parameters. To reduce the uncertainty in the estimate of a o i o , 4 , r c f ,  [ was set to 

a value of 0.02 (a value between the estimates o f t  in Run # 1 and Run # 2 1 for Run # 

3. This procedure (estimating all three SOClz electro-kinetic parameters, setting t to 

an average value, and then estimating uoio,4,rcf and a c , 4 )  gives estimates of uoio,4,rcf 

and a c , 4  with reasonable confidence intervals and an estimate of t in the vicinity of 

its best value. 

Notice in Fig. 7 that the first experimental data point used occurs some time 

after the beginning of the discharge. This is due to the fact that the beginning behavior 

of experimental discharge cun-es are very different. Some exhibit a very sudden and 
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large initial decrease followed by a time of voltage recovery and is known as the voltage- 

delay phenomena. Others show a steady decrease. with an initial large decrease, as 

the model predictions do. The voltage-delay phenomena in Li/SOC12 cells has been 

studied by Dey (31) and has been associated with the LiCl film. Slow voltage recovery 

is associated with slow mechanical disruption of the film. The model does not account 

for this vol: age-delay phenomena and therefore initial experimental data were excluded 

from the parameter estimation. 

CONCLUSIONS 

The sensitivity analysis and parameter estimation performed here for the model 

presented by Evans e t  al. (3) yields several conclusions. The test cell of Klinedinst and 

Domeniconi (4) offers a constant temperature environment, a single cell (as opposed 

to a stack), elimination of film and reservoir regions, and well-defined thicknesses of 

the cell components. Low-rate data should be used to obtain estimates of the electro- 

kinetic parameters so that interaction between parameters is small. Low rate data 

is just as efficient to use in the parameter estimation procedure as is high rate date 

because the number of nodes can be decreased and the time step increased so that the 

solution times are comparable. Also, at low rates the effects of species transport are 

minimal. Once estimates of the lithium oxidation parameters are available, the electro- 

kinetic parameters describing the SOCl2 reduction on the porous carbon electrode 

can be determined even for high discharge rates. These parameters will change with 

electrolyte composition, type of carbon used for the electrode, and temperature. 
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NOMENCLATURE 

a 
a' 
Ci 

Cinit  

Ci ,ref  

Ci i 
D 
E 
F 
ik 

2ok,re f 

Greek 

specific electroactive surface area of the porous electrode. rn-l 
initial value of a .  m-l 
concentration of species i, moi/m3 
initial concentration of electrolyte, moi/m3 
reference concentration of species i, moi/m3 
diagonal element of approximate Hessian 
diffusion coefficient of the binary electrolyte, m2/s 
cell voltage. 1- 
Faraday's constant, 96487 C/mol of electrons 
current density due to electrochemical reaction k. A/m2 
exchange current density of electrochemical reaction k at Crcf, A/mZ 
current transferred between phases, A/m3 
number of data points 
number of electrons transferred in the electrochemical reaction IC 
number of parameters 
parameter i 
cathodic reaction order of species i in reaction IC 
universal gas law constant, 8.314 J/mol-K 
estimate of the variance of the residual error 
estimate of the Xariance in the estimate of Pi 
thickness of region I, m 
sensitivity coefficient for parameter i 
sum of squares of the residual error 
cell temperature. K 
t ime j ,  sec 
maximum time step, sec 
transference number of species i 
open circuit potential of reaction IC based on the reference 
concentrations, \- 

anodic transfer coefficient for reaction k 
cathodic transfer coefficient for reaction k 
porosity of porous material 
initial porosity of the porous electrode 
overpotential for reaction k at electrode surface (V - 0, - tYk,ref), V 
morphology parameter 
solution potential, V 
solution potential at electrode surface, V 
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Table I. Model inputs used to simulate a 1 mA/cm2 discharge of an experimental 

test cell (4). 

Numerical parameters: 
Total number of node points 
Maximum time step (At , , , )  

21 
2000 seconds 

- - 
- - 

Physical properties and initial conditions: 
25°C 
1.1 M 
1.E M 
0.9 

- Cell temperature (2') - 
Initial electrolyte concentration (cinit) - 
Reference electrolyte concentration (c,,f) - 
Transference number (t5 ) - 

- 
- 
- 

All other d u e s  as in Tables I and I1 of ref. 3. 

Cell dimensions: 
Thickness of cathode ( S p e )  

Initial porosity of cathode (eo )  
Thickness of separator (S,) 
Porosity of separaror (cJ) 
Thickness of resen-oir (S,) 
Thickness of film S,) 

Lithium oxidation electro-kinet ic parameters: 

SOCl;! reduction electro-kinetic parameters: 

aoio,4,re f 

%,4 

Q4,4 ( = 2 - 0,,4) 

t 
4+,4 

q0,4 

- - 0.002 mA/cm2 
0.5 
0.5 
1 .O 

- - 
- - 
- - 

- - 0.005 mA/cm3 
1.0 
1.0 
0.05 
1 .o 
0.5 

- - 
- - 
- - 
- - 
- - 



Table 11. Estimated values of the SOCl2 reduction electro-kinetic parameters 

caing high rate (31 mA/cm2) simulated data with added noise. 

Actual Values*: uoio,4,ref  = 0.0441 A / c a 3  

(= 0.05 
0,,4= 0.6346 

(mV) Starting Values Estimated I7alues 
(95% confidence, y = 0.05) 

0.5 In( aoio,4 -5.423 -3.073 f .NO9 

+0.00291 
(ao i 0 ,4 ,  re f = 0 0044 1 ) (0.0463 -0.00274) 

a c , 4 =  0.171 0.681 f 0.0361 
(= 0.01 0.0487 f 0.01356 

* The lithium oxidation electro-kinetic parameters were held fixed here at 
the following values: 

io,1 ,ref - - 1.58 x 10-3 
aa,1= 0.18 



Table 111. Condition numbers for the approximate Hessans of the least squares 

objective function for the 1 mA/cm2 simulated discharge. Large condition numbers 

indicate parameter interaction. 

Case .Approximate Hessian of Con& t ion 
Number 



Table IV. Estimated values of the lithium oxidation electro-kinetic parameters 

using simulated 1 mA/cm* data with added noise. 

Actual Values: io , l , re f  - - 0.00'2 .4/cm2 (Case E) 
aaql= 0.5 

Z (mV) Starting \'dues Estimated Values 
(95% confidence, y = 0.05) 

0.5 ln(io,l,re/)= -8.517 -6.223 f .062 

a4,1= 0.15 0.508 f 0.072 

1 .o 

1 .o 

2.0 

h(io, l ,rej)= -E.517 -6.144 f 0.105 

C Y ~ , I =  0.15 0.432 f 0.126 

aa,1= 0.85 0.432 f 0.118 

h( i o, 1 ,re j ) = -8.5 17 -6.263 f 0.211 

= 2.0 ~ 1 0 - 4 )  

~ 4 , 1 =  0.15 0.5337 f 0.248 



Table V. Estimated values of the exchange current density and transfer coefficient 

of the S0Cl2 reduction reaction using simulated 1 mA/cm2 data with added noise. 

Actual \'dues: uoio,4,ref = 0.005 A/cm3 (Case A) 
a c , 4 =  1.0 

(mV> Starting I'alues 
~ ~~ ~ 

Estimated Values 
(95% confidence, 2 = 0.05) 

0.5 

0.5 

1 .o 

2.0 In( a0 i 0 ,4  ,re,) = -9.903 

(aoio,4,rej = 5.0 x ~ O - ~ )  

a C , 4 =  1.75 

-5.293 f 0.0732 

( 0*00503 -3.55 x +3.82 
0.9981 f 0.0212 

-5.293 f 0.0732 

0.9981 f 0.0212 

-5.239 f 0.123 

0.9842 f 0.0357 

-5.212 f 0.234 

(0.00545 +0.00144 -0.00114) 

0.9727 f 0.0677 



Table VI. Estimated values of the SOCll reduction electro-kinetic parameters 

using simulated 1 m.4/cm2 data with added noise. 

Actual Values: u o i o , 4 , r e f  = 0.005 -4/cm3 (Case B) 
a,,4= 1.0 
(= 0.05 

Z (mi-)  Starting ]-dues Estimated Values 
(95% confidence, 7 = 0.05) 

1 .o 

( a o i o , 4 , r e f  = 5.0 xlO-*) 

a c , 4 =  0.25 
E= 0.01 

(uoio,4,ref = 5.0 x10q5) 

aC,4= 1.75 
t= 0.01 

-5.289 f .129 

1.001 f 0.075 
0.0494 f 0.0184 

-5.257 f .189 

0.9707 f 0.1238 
0.0535 f 0.0313 



Table VII. Est,imated values of all five electro-kinetic parameters describing the 

Li/SOClp cell using simulated 1 m-4/cm2 data with added noise. 

Actual 1-alues: a o i o , d , r e j  = 0.005 A/cm3 (Case D) 
ac,4= 1.0 

i o , l , re f  = 0.00'2 A/cm2 
a,,1= 0.5 

(= 0.05 

(mV) Starting Values Estimated Values 
(95% confidence, y = 0.05) 

0.0 h ( ~ ~ Z ~ , 4 , ~ ~ f ) =  -7.601 -5.298 

(aoio,4,rej = 5.0 x (5.0 x 10-4) 
~ , - , 4 =  0.5 1.00 
[= 0.025 0.03 
In(io,l,rej)= -8.517 -6.215 

(io,l,re, = 2.0 x (2.0 x 10-4) 
Q,J= 0.25 0.5 

SSR = 1.0 x 

0.5 h(0°io,4,fef)= -7.601 -5.031 f 2.078 

(aoio,4,ref = 5.0 x -0.00571) +0.0457 

a, ,4= 0.5 1.00 f 0.253 

(= 0.025 0.0656 f 0.0678 
h(io,1,ref)= -8.517 -6.523 f 1.292 

(io,l,ref = 2.0 x IO-4) (0*00147 +0.00388 -0.00107) 

oa,l= 0.25 0.374 f 1.80 

SSR = 1.067 x lo-' 



Table VIII. Estimated d u e s  of the SOClz reduction electro-kinetic parameters 

of the Li/SOC12 cell using available experimental data at  31 mA/cm2. 

SSR Starting \-slues Estimated Values 
(95% confidence, = 0.05) 

Rur; # 1 (CaseB) 

0.95 x 10-4 In( u0iO,4 , r e f ) =  -3.0 -1.51 f 5.78 

cyc,4= 0.5 
<= 0.05 

(,.,,I +71 - 0.22) 3 

0.657 f 0.134 
0.0112 f 0.0724 

R u n # 2  (CaseB) 

0.96 x 10-4 ln(aoio,J.tef)= -7.601 -2.3 f 1.95 

+0.604 (aoio,4.ref = 5.0 x (,.loo -0.086) 

a,,4= 1.5 
<= 0.1 

0.64 f 0.139 
0.028 f 0.0736 

R u n # 3  (CaseE) 

0.95 x 10-4 In( aoio,4 ,re,)= -3.0 -2.00 f 0.655 

(,."' +0.125 -0.065) 

a C , 4 =  0.5 0.646 f 0.094 



LIST OF FIGURE CAPTIONS 

Fig. 1 Sensitivity of the predcted cell voltage to changes in the 

elect ro-kine tic parameters characterizing the lithium oxidat ion, 

reaction [I]. 

Sensitivity of the predicted cell voltage to changes in the 

elect ro-kinet ic parameters characterizing the SOClz reduction, 

reaction [4]. 

Fig. 2 

Fig. 3 Sensitivity of the predicted cell voltage to changes in the transport 

parameters characterizing migration (P+) and diffusion (p6) 

of the electrolyte. 

Time-dependent sensitivity coefficients for a 31 mA/cm2 simulated 

discharge evaluated at the exact values of the electro-kinetic parameters. 

Parallel lines indicate parameter interaction. 

Time-dependent sensitivity coefficients for a 1 mA/cm* simulated 

discharge evaluated at the exact values of the electro-kinetic parameters. 

Fig. 4 

Fig. 5 

Fig. 6 A simulated 1 mA/cm2 discharge of a Li/SOC12 cell with three levels 

of added random noise. 

A comparison of model predictions to  experimental data at  31 mA/cm2. 

Electrekinetic parameters are as shown in Table VIII, Run # 1. 

Fig. 7 
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ABSTRACT 

A two-dimensional the,mal model for spirally wound batteries h= been de- 

veloped. The governing equation of the model is the energy balance. Convective 

and insulated boundary cozditions are used and the equations are -3!-.-?d using a 

finite element code called TOPAZ2D. The finite element mesh is gexrated using 

a preprocessor to TOPAZ23 called 11.42E. The model is used 7 0  6:iXate tem- 

perature profiles within a spirally wound D-size cell. The model is applied to the 

lithium/thionyl chloride cell because of the thermal management p r o b k u  that this 

cell exhibits. Simplified one-dimensional models are presented which can be used to 

predict best and worst temperature profiles. The two-dimensional mc4C is used to 

predict the regions of maximum temperature within the spirally wounC cell. Normal 

discharge as well as thermal runaway conditions are investigated. 



IN T RO D L' C T I 0 N 

Many battery systems produce heat as they are discharged due to the exother- 

rr-?c nature of the electrochemical reactions occurring. This build up of heat can 

result in dangerous conditions depending upon t ne cell design and physical system. 

Often, thermal modeling of these battery systems is accomplished by assuming that 

[?&e different components of the battery interior can be represented by a homoge- 

neous region (i.e. core region) having average properties. This approach is useful 

because it greatly simplifies the analysis, however, it may not provide adequate 

results when the different components of the bartery have vastly different thermal 

properties. Often, the material used for separatiag the anode from the cathode has 

a much lower thermal conductivity than the electrodes themselves. This condition 

may lead to heat management problems in spirally wound designs when the heat 

eow is primarily in the radial direction. Heat management could be improved in 

the spiral design if heat flow can proceed out the spiral along the more conductive 

materials; however, the spiral path offers a much greater distance to traverse as 

opposed to the more direct radial path. This work shows that conduction of heat 

out the spiral, during normal operation, reduces cell temperatures but does not 

sxbsrantially reduce the temperature drop in the cell. However. when hot spots are 

present in the cell conduction out the spiral is substantial and the temperature drop 

in the cell is reduced significantly. 

The Li/SOC12 cell is an example of a spirally wound D-size cell that has a 

thermal management problem. It is an attractive primary energy source because 

of its high energy density (1, 2). However, rearchers  have observed that high 

discharge rates and high temperatures promote thermal runaway in these cells (1- 

5 ) .  I'enting of toxic gases and explosions, due to the rapid pressure build up at  

higher temperatures, have been reported (1-5). 
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The purpose of this paper is to present a model that can be used to predict 

temperature profiles, in time and two spatial dimensions, within a spirally wound 

D-size Li/S0Cl2 cell and to estimate the ability of this design to conduct heat out 

of the cell. One-dimensional approximations to the two-dimensiond azalysis will be 

investigated for comparison purposes. Predictions from a one-&mezsional model 

for a C-size cell are compared with experimental data (6)  to learrr. more about 

the thermal behavior of Li/SOC12 cells. Finally, hypothetical thermal runaway 

situations are simulated using the two-dimensional model and a one-dimensional 

approximation in order to determine if the spiral design offers any tkiemial advantage 

under such conditions. 

Descr ip t ion  of a spirally wound electrochemical cell 

Figures 1 and 2 show two different views of a spirally wound electrochemical 

cell. The cell is constructed by inserting the cell roll into a cylindrical can as shown 

in Fig. 1. Electrolyte is poured into the can and fills the porous regions of the 

roll so that a reservoir of electrolyte remains at the top of the roll. Electrodes are 

constructed by impregnating the electrode materials on the both sides of the current 

collector mesh (usually a nickel mesh in the Li/SOC12 cell). The mode current 

collector is usually spot welded to the side of the can and tabs conziected to the 

cathode current collector are welded to the center post protruding through the can 

lid. The cell roll is constructed by stacking the anode, separator, and cathode on 

top of each other and then rolling up the stack. A top view of the roll is shown 

in Fig. 2 - which is the two-dimensional plane of interest. The current collectors, 

embedded in the middle of each electrode, are not shown in Fig. 1 or 2. 

Descr ip t ion  of a Li/SOC12 cell 
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In a typical Li/SOC12 cell, the anode is Lithium, the cathode is a porous carbon 

structure, and the separator is a glass matting material. The electrolyte consists 

of lithium tetrachloroaluminate (LiAlC14) in thionyl chloride (SOC12). During 

discharge, Li is oxidized 

Li - Li+ + e -  (1: 

a d  SOCl;! is reduced 

2SOC12 + 4e- -- 4C1- + SO2 + S [? 

The SOCl2 is the active material at the cathode; the porous carbon structure 

provides the sites upon which the SOClz is reduced. This redox couple generates 

heat as the cell is discharged and this heat mcst be conducted away at  a fast enough 

rate so that unsafe conditions will not develop. 

This brief description is a simple analysis of the actual physical system. It has 

been observed that the Li/SOC12 cell is a complex chemical and electrochemical 

sFstem involving an unknown number of reactions (2). Szpak and Venkatsetty (7) 

state that modeling the Li/SOC12 cell is difficult due to the complexity of this 

physical system. They observe that as the cell discharges, the temperature and 

pressure of the cell change. the volume of electrolyte decreases, the electrolyte 

composition varies, and new phases appear. However, much can be learned by 

modeling a simplified picture of the actual system. 

Previous models 

Previous workers (8, 9) have presented thermal models for battery systems. 

Bernardi et al. (8) give an excellent development of a general energy balance for 

electrochemical systems. They present a complete energy balance which requires the 

knowledge of concentration profiles and current fractions within the cell. However, 

the energy balance is formulated by assuming that the temperature of the battery is 
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uniform and changes only with time. That is, flat temperature profiles are assumed 

a priori. Lee e t  al. (9) present a three-dimensional model for battery systems 

involving a number of batteries in one unit. However, they treat the interior 

region of each batten- as a homogeneous phase having effective average properties. 

Therefore the model cannot be used to predict the effects of the arrangement of the 

cell components on t L e  temperature distribution. 

Several models ( 10-19) have been presented which specifically address the 

thermal behavior of Li/SOC12 cells. Parnell and Szpak (10) present a thermal 

model for thin, disc-&aped Li/SOC12 cells in one dimension. They consider heat 

generation due to the polarization of the electrodes and internal cell resistance. 

A differential energy balance, which includes various terms representing different 

contributions to the tea t  generation, is solved numerically to obtain temperature 

profiles within the cell. Their model is used to show that as the rate of discharge 

is increased, the temperature increase is proportional to the increase in cell 

current. Szpak et  al. (11) present a one-dimensional thermal model for disc- 

shaped Li/SOC12 cells, similar to the model by Parnell and Szpak (IO), which 

accounts for catastrophic thermal runaway. This model is formulated by associating 

thermal runaway with ignition and burning, via one or more cell defects, rather 

than explosion. A diferentid energy balance and a differential material balance, 

which includes diffusion of species only, are solved simultaneously using a numerical 

method. The model is used to predict the time and position dependent temperature 

and concentration profiles. The model predictions compare favorably to what 

is physically observed which may indicate that the reactions causing thermal 

runaway are initiated by localized heat sources developed from defective cells or 

cell components. Cho and Halpert (12) have presented a simple thermal model 

for spirally wound Li/SOC12 primary cells. In this work, an energy balance which 

requires an experimentally determined term for the heat generation rate is solved 
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analytically to obtain the temperature of the cell as a function of time. They 

assume a uniform cell temperature which changes with time as has been done by a 

number of workers (8, 13-16). Cho and Halpert (18) and Cho (19) have taken the 

modeling one step further by developing 5 means to calculate the heat genera7ion 

rate term in their model (12) using experimentally determined resistances. Ar? 

electrical circuit analogue is used which consists of the thermal resistances of the 

\arious cell components. None of these models can  be used here because each model 

treats the cell interior as one, pseudohomogenous material. 

Other Li/S0Cl2 cell models have been developed (13-17). Evans e t  al. (13) 

and Tsaur and Pollard (14-17) use conservation of mass and charge to determine 

the concentration and reaction rate profiles in the cell. Both use porous electrode 

theory (20, 21) and concentrated solution theory (22-24) to develop the governing 

equations in one dimension. Evans e2 al. (13) include four cell regions in their model 

whereas Tsaur and Pollard (14) essentially treat two cell regions. The boundary 

conditions used in each model are different and are based on different simplif>-ing 

assumptions. It is assumed in each model that the cell temperature is uniform at 

any given moment in time. The cell temperature change with time is predicted 

using an overall energy balance. Tsaur and Pollard (15, 16) extend their model to 

include the additional species present when an acid electrolyte is utilized, such as 

in reserve cells (25). However, these previous models cannot be used to investigate 

the two-dimensional temperature profiles in spirally wound Li/SOC12 cells. 
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MODEL FORMULATION 

The differential energy balance for region k of a bat r eq  can be written as 

where C p , k  and A; are the heat capacity and thermal cc_-,i.:ctivity of region I C ,  

respectively. In sorre instances, the steady state temperz:-c? Frofiles are of interest 

in which case and rhe term aT/dt in Eq. [3] is set to zero. The qy' terms in Eq. [3] 

represent various heat sources and sinks. Heat generated br polarization (4;') and 

heat generated due to the entropy change of the current prodccing reactions (qy ' ) ,  

reactions 1 and 2, will be included in Eq. [3] for normal dixhzrge conditions. The 

heat generation t e -ms  q;t and dit are calculated as folloi-is 26. 27) 

where 

E,, - E - T- d E o c )  = I(€*" - E )  
d T  (51 

E t ,  in Eq. [SI, termed the thermoneutral potential, is the theoretical open circuit 

potential of the cell at absolute zero. The cell voltage. E i3 Eq. [5],  must be 

specified and can be obtained from experiment or predicred using an earlier model 

(13). Other sources/sinks of heat would include exothermic or endothermic chemical 

reactions occurring in the cell which do not produce current (27). These sources 

are assumed to be negligible in this paper as is usually done for normal operation. 

To simulate thermal runaway, an additional 4.7' term is included in Eq. [3], a&", 
representing additional heating caused by, perhaps, a cell defect and/or exothermic 

chemical reactions. This heat source is assumed to be localized causing a hot spot 

in the cell. This approach to simulating thermal runaway was used by Szpak et 

al. (11). 
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To complete the mathematical description of the cell, the boundary conditions 

must be specified. For the cases investigated here, either a zero flux (insulated, 

boundary con& t ion 
aT dT 
a z  dY 

Xk,+--n, + Xt,,-n, = 0 

or a convection boundary condition 

'€ - 
L .  

is used. In Eq. (71, Tw is the temperature of the cell at its outer wall and is a 

function of x, y, and t ,  TA is the surrounding temperature and is a fixed va!ue. 

and h is a heat transfer coefficient. It is assumed here, for simplicity, that h is a 

constant and adequately characterizes the heat transfer through the cell casing and 

from the case wall to the surroundings via convection. 
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SOLUTION PROCEDURE 

The finite element method (28, 29) is used to solve numerically Eq. [3], with 

Eq. [6] and [ 7 ] ,  for the model region shown in Fig. 3. The computer package called 

TAPAZ2D (29) is used. Input files to TOPAZZD, containing the coordinates of 

the finite element mesh, are created using another computer program called >LAZE 

(30).  

In order t o  obtain reliable, consistent results using the finite element method, a 

smooth mesh must be constructed and nodal points a t  region interfaces must match 

up. To achieve this, the two-dimensional spiral mesh is developed by constructing 

two semicircular meshes, offsetting one semicircular mesh, and then joining the two 

meshes together. A schematic of a model region constructed in this way is shown 

in Fig. 3where z and y are the orthogonal vectors defining the two-dimensional 

plane and which intersect at the origin. The vector 31 is shown in Fig. 3 because 

a temperature profile along this vector is shown later in this paper. The left half 

consists of four concentric semicircular cells and the right half consists of three 

concentric semicircular cells. Comparison of Fig. 2 and Fig. 3 shows that this 

construction provides a reasonable representation of the spiral design. For normal 

discharge conditions, meshes were refined until three digit accuracy was obtained. 

Table I lists the cell specifications for the spirally wound design investigated 

here. A similar cell is currently being developed by Wilson-Greatbatch (31) and 

may be used for applications in space (32). The thermophysical properties of each 

cell region and other model inputs are listed in Table 11. Note that the properties 

for the cathode region and separator region are average properties calculated by 

assuming that all voids are filled with electrolyte. Here, the porous cathode was 

assumed to be 85 9% porous and the separator 70 % porous. 
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RESULTS AND DISCUSSIOS 

Two simplified cases of the spiral design were investigated. The spiral was 

approximated using concentric circular regions, the top schematic in Fig. 4. m d  a 

core region, the bottom schematic in Fig. 4. The core region approach is bcsed on 

the assumption that the cell interior can be represented by one homogeneous reeon. 

Ths  core region possesses thermophysical properties which are the average fii the 

properties of all the cell components. The core region properties were calculzted as 

follows 

where 6i is the thickness of region i and pi is the value of a thermophysical property 

of region i as listed in Table 11. The core properties are listed in Table 11. T h w  TWO 

cases simplify the calculations because the governing equations need be solved in one 

dimension only. In fact, the steady state equation set for the core approach is easily 

solved analytically. Also, these two cases represent two different extremes. The 

circles case should yield a maximum temperature drop from the center of the ce!l to 

the cell exterior because all heat is forced to flow radially through all cell regions, 

including the separator region which offers the most resistance to heat flow. The 

core case should yield a minimum temperature drop from the center of the cell to the 

exterior because the thermophysical properties of the core region closely resemble 

those of the most conductive regions, as shown in Table 11. The spiral case, as shown 

in Fig. 3, should yield temperature profiles somewhere between these two extremes. 

Heat flow in the radial direction is inhibited by the separator; however, heat can flow 

out the spiral along the more conductive materials. In the results which follow, the 

core approximation, the concentric circular regions approximation, and the spiral 

case are referred to as core, circles, and spiral, respectively. 
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Comparison of the core, circles, and spiral models: 

Figure 5 shows predicted time-temperature profiles for the core, circles, and 

spiral cases for a 4 A discharge. The heat generation rate program, shown in Fig. 6 ,  

was cdculated using Eq. [5]  and the voltage transient shown in Fig. 6 .  The voltage 

transient was approximated from experimental results reported in the literature (2, 

6 ,  33) .  1-oltage transients can also be predicted from earlier models (13. 1-1). It 

should be noted that there exists a wide range of data for the Li/SOC12 cell reported 

in the literature due to differences in the discharge rates, electrode materials, and 

cell designs investigated (2-6, 25, 33-36). Notice in Fig. 5 that the predicted 

maximum and minimum temperature dependence on time for the spiral case falls 

between those of the core and circles cases, as expected. Also note that the core 

case shows an essentially uniform cell temperature, whereas the circles and spiral 

cases show about a 2 K temperature drop from the cell interior (Tmax) to the cell 

wall (Tmin). The general shape of the curves are in qualitative agreement with 

experimental temperature-time curves ( 6 ) ,  as shown in Fig. 9; an initial rise in 

temperature as the electrodes are first polarized, then a plateau is reached where 

heat generation is about equal to  heat transfer away from the cell, then a sharp 

increase in cell temperature at the very end of the discharge. A comparison of 

model predictions presented here and experimental results (6) is made below. 

The two-dimensional temperature profile for the spiral cell at  approximately 

1.5 hr of discharge (corresponding to the dot in Fig. 5 )  is shown in Fig. 7. The 

plotted points are the temperatures at  each node point of the spiral mesh. The 

temperature is plotted over the two-dimensional plane defined by the orthogonal 

vectors z and y shown in Fig. 3. The maximum temperature is in the electrolyte 

region located near the center of the cell (see Fig. 3). As shown in Table 11, 

the electrolyte possesses a low thermal conductivity and thus serves to retain heat 

relative to the other cell components. The temperature drops from this maximum 
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to the minimum temperature located at the outer corner of the spiral, point A in 

Fig. 3. The largest temperature drops are across the separator and appear as the 

void spaces between the various levels of the spiral. 

Figure 8 compares spatial temperature profiles as predicted using the core, 

circles, and spiral methods. These profiles correspond to approximately 1.3 hr into 

the discharge, as shown by the box and dot in Fig. 5 .  Two profiles are chow-r, for the 

spiral case, one along vector y and one dong vector 2 1  corresponding to the vectors 

shown in Fig. 3. In order to better compare the profiles, the temperature difference 

T-T,;, is plotted on the ordinate. Figure 8 shows that the core approximation does 

not adequately predict the temperature drop in the spirally wound cell. In this case, 

the predicted temperature drop is about 2 E; according to the spiral model whereas 

the core approximation yields oaly about a 0.2 I< drop. Fig. 8 also shows that the 

profiles for the circles approximation and spiral case are in close proximity. The 

circles approximation is useful because it predicts maximum temperature profiles, 

as shown in Fig. 5 and 8. and is easily solved in one-dimension using TOP-AZ2D. 

Several items are noteworthy in the forgoing comparisons between the core, 

circles, and spiral cases. The spiral model region, shown in Fig. 3, has boundaries 

different from the core and circles model regions, shown in Fig. 4. The difference 

is the exposed end of the spiral cell between points A and B in Fig. 3. For the core 

and circles cases, Eq. [7] is used at the outer boundary. For the spiral, Eq. [7] is 

used for the outer boundary (clockwise from point A to point B in Fig. 3) and Eq. 

[6] is used for the end of the spiral cell (counterclockwise from point A to point B 

in Fig. 3). This use of insulated boundary conditions at  the exposed end represents 

a worst case; in the actual cell, shown in Fig. 1, the lithium electrode is extended 

and the rest of the spiral end borders electrolyte. For comparison purposes, Eq. [7] 

n*as used for all boundaries 

cell interior to the exterior 

of the spiral. The relative temperature drop from the 

remained essentially the same, however, the absolute 
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temperature profile dropped about 1 K. What can be gleaned from this and the 

forgoing comparisons is that the spiral design aides in cooling down the cell, as 

opposed to  the circles case, because heat can be conducted out the spiral path as 

well as out the radial direction. This increase reduces the cell temperatures but 

does not substantially reduce the temperature drop from the center of the cell to 

the cell wall. 

Finally, the effect of different heat generation rate distributions on the temper- 

ature profiles was briefly investigated using the spiral model. Four cases were run: 

90 ’% of the heat generation contained within the lithium anode and 10 % within 

the cathode, 10 % within the anode and 90 % within the cathode, 90 o/c within the 

separator and 10 % within the cathode, and 50 % within the anode and 50 % within 

the cathode. Each case yielded about a 2 K temperature drop. 

Comparison of circles m o d e l  with e z p e r i m e n t a l  resul ts:  

The one-dimensional circles model was used to simulate the temperature 

profiles for an experimental test case reported by Abraham ef al. (6) for a C-size 

Li/SOC12 cell. The component dimensions, cell volume, and other test conditions 

given in their paper were used in the model; eight wraps were assumed. The heat 

generation rate program was calculated based on the voltage transients shown in 

Fig. 7 of their work. The value of the heat transfer coefficient was set to 15 

W/m-K: instead of 10 W/m-K as in Table 11, in order to match predictions to  the 

experimental data as closely as possible. 

The experimental temperature-time curves for the 4 A discharge of a catalyzed 

Li/SOC12 cell are shown in Fig. 9. The difference in cell temperature from the 

center of the cell to the can wall is shown to be as much as 13 Ii. Model predictions, 

not those shown in Fig. 9, show only about a 3 K to 4 E; temperature drop. 

The model predictions given in Fig. 9 show about an 8 K temperature drop and 
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were obtained by making several changes to the model as described be:ow. Several 

factors could account for the differences between the model predictiox and the 

experimental measurements. First, this data is for a cell having poro-s cathodes 

containing 5 weight percent dibenzotetraazaannulene complex of cobalt Co-TA4A). 

These catalyzed cells exhibit discharge behavior different from uncat2y;e.d cells (6) 

and the heat generation rate. as predicted usixg Eq. [5] and the t:-.ernioneutral 

potential listed in Table 11, used in the model may not be appropriate. Assuming 

that this difference has no effect on model predictions, several other factors may be 

considered. The heat generation within the cell may not be uniform; it is probable 

that heat generation is greatest near the center of the cell and diminishes in value 

when approaching the cell ex-erior. This can be explained by considericg the current 

density; near the center of the spirally wound cell there exists less e:ec:rode area 

over which the radially flowing current is distributed than at radii further from the 

center of the cell. Thus the electrochemical reaction rate would be grearest at the 

center, evolving more heat at the center, and decrease from there to the cell exterior. 

Decreasing thermal conductivities could also explain these large temperature drops. 

As the cell is discharged, the SOCl2 electrolyte is reduced at the cathode and is 

sometimes depleted to the point where cell gases fill some of the voids previously 

occupied by electrolyte (32). To approximate these possibilities two changes were 

made to  the model. The heat generation rate was set to a maximum d u e  in the 

first concentric cell (relative d u e  of 4) and was decreased lineal- to a minimum 

value in the eighth concentric cell (relative value 1). The densities, heat capacities, 

and thermal conductivities of the regions containing electrolyte were changed by 

assuming that at the end of the discharge only SO2 remained in the void portions 

of these regions. These properties were changed linearly throughout the discharge 

from their starting values, reported in Table 11, to their ending values. reported 

in Table 111. The model predictions are superimposed on the experimental data 
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in Fig. 9. Agreement between predictions and experiment has been improved by 

these changes. Steeper heat generation rate profiles were tried, resulting in larger 

temperature drops, but the temperature-time relationships did not agree well with 

the experimental results in Fig. 9. It should be possible to improve the fit of the 

theoretical predictions to the experimental results by using a parameter estimation 

technique in conjunction with TOPAZ2D. 

These differences between experiment and model indicate several possibilities. 

Perhaps a more detailed program for the heat generation rate is needed. Other 

chemical or electrochemical reactions could be occurring, especially a t  these high 

rates of discharge, which cause greater heat generation rates; these reactions could 

be localized. The thermal runaway simulations presented next were run with 

some of these thoughts in mind. More experimental data, including temperature 

measurements throughout the cell from center to wall, are needed to  analyze 

thoroughly the temperature profiles in the spirally wound cells and to refine the 

modeling. 

Thermal runaway simulation: 

Explosive failures are often associated with localized temperatures above the 

melting point of Li (2, 3). Therefore, initiation of thermal runaway was simulated 

by assuming that a hot spot, located near the center of the cell, is formed via 

a localized exothermic chemical reaction (for example, between Li and sulfur or 

a sulfur compound) or cell defect. Two simulations were run with the hot spot 

located at two different points in the cell. For case one, the hot spot was located at  

the center of the cell in the separator region bordering the cathode and electrolyte. 

For case two, the hot spot was located in the center of the electrolyte in the middle 

of the spiral. Case two was also approximated using the one-dimensional circles 

model for comparison purposes. The hot spot a r e a  were approximately 0.031 mm* 
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and 0.029 mm2 for case one and two, respectively. The finite elercent meshes were 

refined until results were accurate to within 1 K for case one and 3 5 I.; for case two. 

The conditions under which thermal runaway usually occ-x include high 

discharge rates and high temperatures (2, 3-5). Therefore. the inp.its to the model 

included an environmental temperature of 390 K,  a uniform iritiL temperature in 

the cell of 390 K,  and a uniform heat generation rate of 1 x lo5 ?S-,’cm3. The hot 

spot heat generation rate, i&”, was set equal t o  5 x 10’ \\-/cm3. The simulations 

were run until the minimum temperature in the cell exceeded the melting point of 

Li (453.6 K). It was assumed that when temperatures exceed the rne:ting point of 

Li, molten Li bridges the gap between anode and cathode. forming an internal short 

circuit. Upon forming the short, it was assumed that 4:’ would become infinitely 

large, the temperature would soar, and in a matter of milliseconb tLe cell would 

vent or explode (11). 

Figure 10 shows the maximum and minimum temperature-time curves for 

case one, case two. and the circles approximation to case two. The maximum 

temperature increases much more rapidly in case 2 than in case 1. In case 2, the 

hot spot is isolated from the more conductive regions of the cell by the electrolyte. 

In case 1, the hot spot borders the cathode region and the heat is better conducted 

out the cell via the spiral path. Note that the spiral geometry still improves the 

heat transfer in case 2 as is indicated by the higher temperatures predicted using 

the circles model. 

Figure 11 shows a two-dimensional temperature profile for c s e  two approx- 

imately 470 seconds after initiation of the hot spot, corresponding bo the box in 

Fig. 10. A temperature spike is located in the electrolyte region where the hot 

spot is centered. Note that minimum temperatures exist around most of the cell 

perimeter except for a portion of the cell located near the end of the spiral (i.e., 

between points A and B in Fig. 3). This rise in temperature a t  the spiral end is 
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due to the insulated boundary conditions applied at  this boundary. In the actual 

cell (Fig, 1) the end of the spiral borders electrolyte (or cell gases if the electrolyte 

has been used up) and one would expect heat flow to be inhibited at  this juncture. 

This result indicates that it is important how the end of the spiral is treated in the 

actual design. If possible, the end of the spiral should be in close proximity to the 

case can and void space should be minimized. Researchers (3) have observed tha: 

the temperature distribution over the exterior wall of the cell varies, some regions 

at high temperatures relative to the rest of the exterior surface. Perhaps these high 

temperature areas correspond to the location of the spiral end in the cell interior. 

Many situations, both normal operation and thermal runaway conditions, can 

be simulated using the model. These simulations can lead to a better understanding 

of the thermal behavior of this design as has been achieved here. Indeed the power 

of the model lies in the ability to investigate various scenarios simply by changing 

model inputs. The modeling can also be used as an aid in the interpretation of 

experimental data, as has been done here. 
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CONCLUSIONS 

A two-dimensional thermal model of a spirally wound Li/SOC12 cell has been 

developed. The model and two one-dimensional approximations have been used 

to understand better the thermal behavior of this battery. Comparison of model 

predictions with experimental data support two contentions. The heat generation 

rate seems to be grea*est at the center of the cell and diminishe5 :on-ards the exterior 

of the cell. Also, thermal conductivities seem to decrease as the cell discharges. 

This could be due to the increasing volume occupied by cell g r . 6  as the discharge 

proceeds. Two thermal runaway situations were investigated ukng the model based 

on the theory that localized hot spots initiate thermal runan-2:;. The effectiveness 

of the spiral design in conducting heat out of the cell is dependext upon where these 

hot spots are located in the cell. If hot spots are in contact vjth those regions of 

the cell having relatively high thermal conductivities then the spiral design serves 

to improve significantly heat dissipation. 

The model could be modified to investigate other physi:a.l situations. For 

example, forced convection, radiation, and conduction (via a potting material, 

e.g.) at the cell boundaries could be included in the bound&? conditions of the 

model. Also, the model could be applied to other spirally womd batteries simply 

by changing model inputs (e.g., thermal conductivities, thermoneutral potential). 

Improvements to the model might include extending the model to three dimensions 

using the computer code TOPAZSD (37), including contact resistances between 

regions, and adding temperature dependent t hermophysical properties (10). 
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LIST OF SYMBOLS 

specific heat of material I C ,  J/Kg-E; 
cell voltage, V 
open-circuit voltage of the cell, V 
thermoneutral potential of the ce’ll. ‘b- 

Faraday’s constant, 96487 C/mol e:ecrrons 
heat transfer coefficient, W/mz E; 
total cell current, A 
normal vector in the T direction 
normal vector in the y direction 
property of material k 
average property of core region 
heat generation rate due to  source j .  %-:m3 
heat generated due to cell polarizaticn. W/m3 
heat generated due to entropy effects. 1\-/m3 
time, s 
cell temperature, K 
ambient temperature, K 
cell volume, m3 
dimension defining two-dimensional j:ace, m 
dimension defining two-dimensional F:aze, m 

Greek Symbols 

6 k  
E 

A k  

Pk 

thickness of region k, m 
porosity or void volume fraction 
thermal conductivity of region I C ,  IT/z-K 
density of material k, Kg/m3 

Subscripts 

A ambient con& tions 
k region k 
i 
oc open circuit 
W conditions a t  the wall 
z 5 dimension 
Y y dimension 

source j (either p ,  s, or d )  
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Table I. Cell specifications for a spirally wound Li/SOC12 cell 

Cell specification Value Referer, ce-c 

Thickness of cathode 1.12 m 31, 38 

Porosity of cat,hode 0.85 10, 38 

Thickness of anode 0.7 mm 31. 32. 3s 

Thickness of current collector 0.14 mm 31, 32, 38 

Thickness of separator 0.14 mm 31, 32, 3s 
Porosity of separator 0.7 38 

Number of wraps x 3 1/2 31, 32 

D-size cell volume x 4.94 x IO4 mm3 31, 32 



Table 11. Model inputs 

1 la t erial 

Thermophysical properties 

Thermal Specific 
Density conductivity heat References 
( I<g/m3) (IY/m-I<) (J  'Kg-K) 

Lithium anode 

Nickel current 
collector 

Carbon 

Glass matting 

Electrolyte ( 1.8M 
LiAlCld in SOC12) 

Cathode region 

Separator region 

Core region 

534.0 

8900.0 

1950.0 

220.0 

1690.0 

1730.0 

1250.0 

1755.0 

71.1 

90.5 

23.8 

0.242 

0.143 

3.69 

0.173 

23.82 

3430.0 10, 11, 39 

444.0 11, 19 

712.0 10, 11 

963.0 10, 11, 38 

1000.0 11, 19, 38 

95i.0 10, 11, 19, 38 

989.0 10, 11, 38 

15i7.0 see Eq. [8] 

Model parameters 

Parameter References 

h = 10 W/m2-K 

Et, = 3.723 V 26 
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Table 111. Therniophysical properties of porous regions assuming that  
the voids are filled with SO2 at approximately 20 psig and 60 "C 

l l a t  erial 
Thermal Specific 

Density conductivity heat Referes c es 

( I<g/m3) (Tt'/m-~<) (J/Kg-K) 

so2 
Cathode region 

Separator region 

5.54 

298.0 

70.0 

0.00816 

3.577 

0.0783 

654.0 

662.0 

746.3 
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Fig. 2 

Fig. 3 

Fig. 4 

Fig. 5 

Fig. 6 

Fig. 7 

Fig. 8 

Fig. 9 

Fig. 10 

Fig. 11 

LIST OF FIGURE CAPTIONS 

Schematic representation of a spirally wound battery. 

Top view of a spirally wound battery. 

The two-dimensional model region for the spiral design. 

One-dimensional approximations to the spiral design. The top 

schematic is the concentric circles approximation and the bottom 

schematic is the core region approximation. 

Temperature-time curves predicted using the core, circles. 

and spiral models. 

Heat generation rate and cell voltage for a 4 A discharge. 

Predicted temperature profile after 1.5 hr of discharge. 

Radial temperature profiles as predicted using the core, circles, 

and spiral models. 

Comparison of predicted and experimental temperature-time 

curves for a 4 -4 discharge of a C-size Li/SOC12 cell. 

Temperature-time curves for two thermal runaway cases. 

Temperature profile in spirally wound Li/SOC12 cell for thermal 

runaway case two approximately 470 s after hot spot initiation. 

Internal temperatures exceed the melting point of Lithium. 
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